
Universal pipette tips

Clean and pollution-free

Strong adaptability, suitable 

for many brands of pipette

Excellent air tightness

Advanced technology, no 

bending deformation
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Ordering�information

Itme�No.

Racked�Pipette�Tips

Bagged�Pipette�Tips

Racked�Filtered�Pipette�Tips

Range Tip�length（mm)

62011013

62011023

62011033
62011043

6202101A

6202102A

6202103A
6202104A

62011181

62011191

62011211

10μl

200μl

300μl

1000μl

10μl

200μl

300μl

1000μl

10μl�Extended

200μl

1000μl�Extended

39.8

50.49

60.19
87.70

39.8

50.49

60.19
87.70

45.7

60.19

87.7

Product�Specifications

· High�quality,�pure�PP�raw�material,�autoclavable；�Material：
· Strict�production�standard,�to�ensure�air�tightness�and�loading�resistance；�Quality：
· smooth�surface,�reduce�droplet�hanging�phenomenon；�Smooth：

· 100,000�class�dust-free�workshop,�no�RNA,�no�DNA,�no�heat�source；�Purity：

Universal pipette tips

Specification

96�tips/rack，50�racks/carton

96�tips/rack，50�racks/carton

96�tips/rack，50�racks/carton
96�tips/rack，50�racks/carton

1000�tips/bag,20�bags/carton

1000�tips/bag,20�bags/carton

1000�tips/bag,20�bags/carton
1000�tips/bag,20�bags/carton

96�tips/rack，50�racks/carton

96�tips/rack，50�racks/carton

96�tips/rack，50�racks/carton

10μl 200μl 1000μl
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96�tips/rack，50�racks/carton

96�tips/rack，50�racks/carton

96�tips/rack，50�racks/carton

62031001

62011171
62011161

1000μl

100μl
20μl

77.7

60.17

50.49
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